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Photo Template Version 1.1
Project Name:       
Address:  
Date:  
INSTRUCTIONS

Use this template as a sample format to comply with the photo documentation requirements outlined in the ENERGY STAR MFHR Testing and Verification Protocols and Worksheets.  Add, delete or re-size photo boxes and descriptions as necessary.

EPA suggests compressing the resolution of photos to make the file size more manageable, however all nameplates and details demonstrating compliance must be clearly identifiable. Tip:  Once the cursor is inside the desired photo box select ‘Insert’(’Picture’(’From File’ from the menu above in order to automatically resize the photos to fit the boxes.  

HVAC – DHW SYSTEMS – PROTOCOL 2.1, 2,2
DHW Units / Systems

	
	

	Notes:  DHW system  – (image of mechanical closet, boiler room, etc)
	Notes:  DHW system nameplate (list model number here if illegible)


	
	

	Notes:  Central DHW tank storage insulation (if applicable)
	Notes:   Central DHW Electronic mixing valve temperature set point


DHW Pipe Insulation

	
	

	Notes:  DHW pipes insulation 
	Notes:  Thickness measurement


	
	

	Notes:  DHW pipe riser insulation
	Notes:  Thickness measurement


PLUMBING FIXTURES – APARTMENT UNITS
Fixtures & Flow Rates

	
	

	Notes:  Kitchen faucet GPM (list model and GPM here if illegible)
	Notes:  Bathroom faucet GPM (list model and GPM here if illegible)


	
	

	Notes:  Showerhead GPM & WaterSense label (list model/GPM here if illegible)
	Notes:  Toilet GPF & WaterSense label  (list model/GPF here if illegible)


In-Unit DHW Delivery and Storage Temperature
	
	

	Notes:  Kitchen faucet temperature (not to exceed 125F)
	Notes:  Bathroom faucet temperature (not to exceed 125F)


	
	

	Notes:  Showerhead temperature (not to exceed 125F) 
	Notes:  In-unit Storage DHW temperature (not to exceed 140F)
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